
UA Dispersions are liquid pigment dispersion concentrates for tinting and masstone applications. They are compatible with most high-
performance solvent-borne systems. All pigments used in UA Dispersions exhibit lightfastness, heat resistance, and bleed resistance 
properties.

% by Weight % by Volume VOC Tint Mass

Code Description Color Index Wt/Gal,LbsSpecific GravityPigment Vehicle Solids Volatiles Pigment Vehicle Solids Volatiles Lbs/Gal G/L LF LF

UA 9106 TITANIUM WHITE PWH6 17.44 2.09 68.00 16.40 15.60 35.60 30.40 34.0 2.71 325 7-8 7-8

UA 9342 LIGHT LEMON YELLOW OXIDE PY42 14.34 1.72 53.50 17.40 29.10 22.40 25.40 52.2 4.17 499 7-8 7-8

UA 9350 TRANSPARENT YELLOW OXIDE PY42 10.85 1.30 30.00 33.30 36.70 10.80 39.40 49.8 3.97 477 6-7 7

US 9397 FAST YELLOW LIGHT PY97 8.97 1.07 24.00 23.20 52.80 18.60 22.30 59.1 4.73 567 7 7-8

UA 93175 ORGANIC YELLOW GS PY175 9.25 1.11 27.00 28.20 44.80 20.00 28.20 51.8 4.14 496 7-8 7-8

UA 943436 L/F ORANGE PO34/36 9.02 1.08 24.20 21.90 53.90 17.40 21.80 60.8 4.86 583 5-6 6-7

UA 9500 TRANSPARENT RED OXIDE PR101 10.05 1.20 21.10 32.80 46.10 6.20 35.80 58.0 4.63 555 7-8 7-8

UA 9519 QUINACRIDONE RED PTR19 8.97 1.07 22.20 20.00 57.80 15.90 19.30 64.8 5.18 622 7-8 8

UA 95101 RED OXIDE LIGHT PR101 16.39 1.96 60.00 13.70 26.30 23.60 22.60 53.8 4.30 516 7-8 8

UA 95122 QUINACRIDONE MAGENTA PR122 8.76 1.05 12.50 34.40 53.10 9.10 32.80 58.1 4.64 557 7-8 8

UA 95170 MONO AZO RED PR170 9.18 1.10 29.10 19.10 51.80 22.90 17.70 59.4 4.75 570 4 4-5

UA 95179 PERYLENE RED PR179 9.06 1.09 15.00 39.20 45.80 9.90 38.30 51.8 4.13 495 6-7 6-7

UA 95254 DPP RED PR254 9.58 1.15 33.00 29.00 38.00 24.00 30.50 45.5 3.63 435 8 8

UA 967 PHTHALO GREEN PG7 9.29 1.11 20.40 29.60 50.00 12.00 30.00 58.0 4.64 556 7-8 8

UA 97516S VAN DYKE BROWN BLEND 11.93 1.43 41.70 16.50 41.80 18.10 19.70 62.2 4.98 597 7-8 8

UA 9819 QUINACRIDONE VIOLET PV19 8.77 1.05 19.00 22.40 58.60 13.90 21.80 64.3 5.14 617 6-7 8

Vehicle: Modified Thermoplastic Acrylic Solvent: PM Acetate Custom Colors Available

UA Dispersions 
Universal Pigment Dispersions for Solvent-Based Applications

Our data is based on laboratory tests which are believed to be accurate. However, all recommendations are made without warranty since the conditions of use are beyond the control of Eagle Specialty Products. We do not assume any liability of the product relative to 
performance or injury resulting from its use. Liability, if any, is limited to replacement product. Lightfastness results are a relative guide based on the pigments used and final results are also influenced by the vehicle systems and UV packages used.
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% by Weight % by Volume VOC Tint Mass

Code Description Color Index Wt/Gal,Lbs Specific Gravity Pigment Vehicle Solids Volatiles Pigment Vehicle Solids Volatiles Lbs/Gal G/L LF LF

UA 9823 CARBAZOLE VIOLET PV23 8.53 1.02 5.10 34.80 60.10 4.00 32.00 64.00 5.11 613 8 8

UA 98152 PHTHALO BLUE (RS) PB15:2 9.26 1.11 26.00 21.00 53.00 17.30 21.40 61.30 4.90 588 7 8

UA 98154 PHTHALO BLUE (GS) PB15:4 9.35 1.12 22.00 37.10 40.90 14.80 37.50 47.70 3.81 457 7-8 8

UA 997T TINTING BLACK PBK7 9.41 1.13 22.30 29.80 47.90 14.00 29.70 56.30 4.50 540 8 NR

UA 9999 HIGH-JET BLACK PBK7 8.85 1.06 9.50 37.90 52.60 5.60 36.20 58.20 4.65 558 8 8

Our data is based on laboratory tests which are believed to be accurate. However, all recommendations are made without warranty since the conditions of use are beyond the control of Eagle Specialty Products. We do not assume any liability of the product relative to 
performance or injury resulting from its use. Liability, if any, is limited to replacement product. Lightfastness results are a relative guide based on the pigments used and final results are also influenced by the vehicle systems and UV packages used.
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